TOP COMPETITION UNEVEN BARS ‘MEXICO’

Made | Used £F5 Ref. 1383100
in Holland | in Beijing oy FIG certified

Characteristics:

= Dual cable system with slide locks.

- Round hollow fibreglass rails, beech laminated wood.

- Adjustrnent of the high bar: from 226 to 276 cm, with 5 cm increments.
« Adjustment of the low bar: from 146 to 196 cm, with 5 cm increments.
* Width: from 110 to 185 cm. without increments, measured diagonally.

+ Clear mark on width adjuster on competition height.

+ Integrated transport wheels,

janssen - fritsen



The cast iron rail holder iz the stable link that transfers
the power of the tenslon cables to the rails.

The pre-tension on both rails is the same thanks to
this system. The soft feel and the predictable response
of both rails are the result of this technology.

The “Mexico' uneven bars were originally designed for
the Olympic Games in Mexico in 1968, Our engineers
have modified the bars over the years to meet the
demands of the gymnasts of each generation.

The current dynamics of the 'Mexico” uneven bars are
the sarme as the dynamics of the ‘Mexico’ uneven bars
used at the Qlympic Games in Athens. In Beljing the
gymnasts will find the 'Mexico’ bars again,

RAIL
Ref. 2202200 '
Round hollow breglass rail, beech
laminated wood with cast end tips.

For the competition uneven bars

1383100, Also fits the competition
horizontal bar 1384200

SAFETY PADDING

Ref. 1506010

For the competition uneven bars
1283100, Per picce. 4 pieces are
needed for one competitdon uneven
brars.

uneven bars

For competition
landing mats

see page 40-43.

For more information please
ask for our detailed preduct
infa sheets,






